
        

   

  Product Information   
 
DESCRIPTION 
A specially woven polyester fabric. 
 
USAGE/PURPOSE 
For use in conjunction with SS03 and 
SF1 for the Glixtone Seamless 
System. May also be used for covering 
hairline cracks on rendered surfaces. 
 
PACKAGING 
100m x 95mm rolls 
 

  Specification  

Fully written model propriety 
specifications for Glixtone products are 
available from the Glixtone Technical 
Services Department. 
 

  Additional Information 
 
TECHNICAL ASSISTANCE 
For further information, advice or 
guidance regarding any aspect of 
Glixtone products, please contact the 
Technical Services Department at the 
address below. 
 
WARRANTY 
As Glixtone has no direct control over 
the methods employed by the user in 
applying its products, any warranty 
either written or implied, is given in 
good faith and can only cover the 
material itself. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Carrs Paints Ltd   

2E Eagle Road 
 North Moons Moat 

Redditch 
Worcestershire 

 B98 9HF 
 Tel: +44 (0) 1527 599 460 
 Fax: +44 (0) 1527 599461 

 www.carrspaints.com     
 info@carrspaints.com 

Joint and Repair Scrim PWS9  


