
        

   

  Product Information   
 
DESCRIPTION 
A non-flammable, non-abrasive, 
elastomeric textured weatherproof 
coating for exterior and interior walls. 
 
USAGE/PURPOSE 
As a protective and decorative finish 
for exterior and interior walls and 
masonry 
 
As a remedial coating on existing walls 
which have become porous or cracked 
 
CHARACTERISTICS 
Environmentally friendly, water-borne 
formulation 
Non-flammable 
No joints or seams where water may 
seep through, yet water vapour 
permeable 
Clean, fast and easy application: 
excellent adhesion to sound 
substrates 

PERFORMANCE 
Exceptional flexibility 
Glixtone RW2 dries out to a tough, 
elastomeric film which is capable of 
extending to take up a new 
configuration if the substrate cracks or 
moves. 
 
Tested to BS476: Parts 6 and 7 and 
satisfies Class 0 requirements 
 
Inherent ability to reduce tensile 
stress 
The inherent 'cold flow' properties of 
the base polymer enables release of 
tension to re-establish relaxed 
condition, even after elongation to 
accommodate substrate movement 
 
Long working life 
No reliance on additives which migrate 
or leach away 
Strong natural resistance to oxidation 
and ozone attack NOT induced by 
addition of large quantities of 
antioxidants 
Highly cost effective 
Exceptional resistance to weathering: 
if correctly applied, protects for 
minimum 20 years 

Considerably extends life of substrate 
 
FINISH 
Matt, rounded texture. 
 
COLOURS 
White and selected colours to order. 
 
ENVIRONMENTAL 
CONSIDERATIONS 
Water-borne. Contains no added lead 
 
PACKAGING  
Can sizes:  15 kg tubs 
 

  Technical Specification  
 
COMPOSITION 
Acrylic resin dispersion blended with 
fine aggregate, titanium dioxide, light-
fast earth pigments and special 
preservative agents. 
NOTE: This product contains a 
fungicide/algaecide for the sole 
purpose of protecting the film 
 
Fire 
Surface Spread of Flame 
 
Class 1 to BS476: Part 7: 1971. LPC 
Certificates TE 84744, BS 476: Part 6. LPC 
Certificates TE 84741 
Index of Performance (I) = 3.2  
Sub-index l1 = 0.4 
Designated class '0' defined in the Building 
Regulations E15(l) (e) 
 
PROPERTIES  
VOC content:  0g/l 
Cat. C: 75g/l (2007)/40g/l (2010) 
 

  Surface Preparation  
 
Remove all flaking and loose material 
back to a sound surface. Brush down 
with a stiff bristle (not wire) brush to 
remove all loose particles. Ensure all 
surfaces are clean, dry and firm. 
Sweep the surface clean of dirt and 
dust. Remove any contaminants such 
as oil and grease. 

If surface is previously unpainted, 
porous or friable: 
Exterior:  Apply one coat of Glixtone 
Weatherproof Stabilising Solution 
SS01 

Interior:  Apply one coat of Glixtone 
Sealer and Scrim Adhesive SF1 
diluted 1:3 in water by volume 

If traces of mould are evident: 
Thoroughly wash down surface with 
Glixtone Sterilising Solution: GS37 
Any cracks wider than 1.5mm Must be 
filled (See a/so APPLICATION 
METHOD below). 
 

  Application  
 
METHOD 
Apply two coats by roller or spray 
(hopper gun or bottom outlet pressure 
pot) in an even, continuous action. 
Ensure first coat is fully dry before 
applying second coat (see Drying 
Time below). 
 
Cracks wider than 1.5mm liable to 
movement: 
Incorporate 95mm Polyester Woven 
Scrim PWS9 into the first coat of RW2. 
 
THINNING 
Do not thin. 
 
COVERAGE 
Walls: Normally wet coat weight will 
vary between 1.75 and 4 kg/m2 

 

DRYING TIME 
Normally 4 hours. Recoatable after 24 
hours. 

CLEANING 
Clean all rollers and spray equipment 
with water immediately after use. 
 
LIMITATIONS 
DO NOT apply 
- in damp or humid conditions 
- when there is a risk of frost 
- when the temperature is below 5°C 
or above 28°C 
- (exterior) if rain is likely within 4 
hours 
 
NOT recommended for application 
over external Fletton bricks without 
suitable render coat preparation 
 
DO NOT use below a d.p.c.  
DO NOT bridge damp courses 
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  Health & Safety Notes  
 
Detailed information and guidance is 
provided in Material Safety Data 
Sheet RW2. The following represents 
important selected information only: 
 
Ensure good ventilation during 
application and drying 
 
Avoid contact with eyes and skin 
 
In case of contact with eyes: 
Rinse immediately with plenty of water 
and seek medical advice. 
 
In case of contact with skin: 
Wash immediately with plenty of soap 
water or a proprietary skin cleanser 
 
When spraying: 
- Do not breathe spray 
- Wear suitable respiratory protective 
equipment 
 
Keep out of reach of children 
 
STORAGE 
Store in secure, dry conditions at 

temperature between 5° and 28°C. 
Protect from frost. Containers should 
be kept closed during storage, Avoid 
spillage and contamination. Do not 
empty into drains and water courses. 
 
SHELF LIFE 
1 year in original, unopened container, 
if stored in accordance with 
recommendations above. 
 

  Specification  
 
Fully written model propriety 
specifications for Glixtone products are 
available from the Glixtone Technical 
Services Department. 
 

  Additional Information 
 
QUALITY CONTROL 
All Glixtone products are checked 
before release using the latest 
techniques to ensure controlled, 
consistent high quality 
 
TECHNICAL ASSISTANCE 
For further information, advice or 
guidance regarding any aspect of 

Glixtone products, please contact the 
Technical Services Department at the 
address below. 
 
 
REFERENCES 
See also product data sheet for: 
Sterilising Solution GS37 
Stabilising Solution SS01 
Sealer & Scrim Adhesive SF1 
Polyester Woven Scrim PWS9 
 
WARRANTY 
As Glixtone Limited has no direct 
control over the methods employed by 
the user in applying its products, any 
warranty either written or implied, is 
given in good faith and can only cover 
the material itself. 
 
 
 
 
 
 
 

 


